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M Refrigeration and Air Conditioning Technology

Quality Reliabilty Productivity
Lett Classic Vacuum Pump VPA

Specification

m VPA-1S VPA-2S VPA-3S VPA-4S ‘ VPA-5S VPA-6S

50Hz 50Hz 60Hz 50Hz 60Hz = 50Hz 60Hz 50Hz 60Hz

1.6CFM 19CFM 2.6CFM 3.2CFM 5CFM 5.9CFM‘6.6CFM 7.9CFM 8.3CFM 10CFM

Frequency 60Hz

Free Air Displacement

45l/m  53I/m  75//m  86l/m 138|/m 163I/m‘186|/m 224l/m 236l/m 283l/m
Power | 130W | 160W 180W 210W 190W 190W  390W 400W 390W 400W
RPM | 1440 1720 1440 1720 1440 1720 ‘ 2880 3440 2880 3440
Partial ressure 1Pa 1Pa 1Pa | 1Pa 1Pa
Total Pressure 75micron 75micron 75micron ‘ 75micron 75micron
Oil Capacity 150z./450ml 14.90z./440ml  14.90z./440ml 290z./860ml 280z./840ml
Dimensions | 330x135x255  330x135x255 = 350x143x265 ‘ 380x160x285  380x160x285
N.W. | 15.91b/7.2kg 17.71b/8.0kg 22.6lb/10.2kg 301b/13kg 29.6Ib/13.4kg
m VPA-1D | VPA-2D VPA-3D VPA-4D | VPA-5D
Frequency 50Hz = 60Hz 50Hz 60Hz 50Hz @ 60Hz | 50Hz 60Hz 50Hz  60Hz

16CFM 19CFM 2.6CFM 3.2CFM 5CFM 5.9CFM‘6.6CFM 7.9CFM 8.3CFM 10CFM
Free Air Displacement | ‘

45/m  53l/m  75//m  86l/m 138l/m 163I/m‘186|/m 224l/m 236l/m 283l/m
Power | 130W | 160W 180W 210W 190W 190W | 390W  400W 390W = 400W
RPM 1440 1720 1440 1720 2880 3440 ‘ 2880 3440 2880 3440
Partial ressure | 2x10"Pa 2x10"Pa 2x10"Pa | 2x10"Pa 2x10"Pa
Total Pressure 15micron 15micron 15micron ‘ 15micron 15micron
Oil Capacity 1202/350ml  1doz/440ml | 140z/420ml | 220z/650ml  20.60z/610ml
Dimensions | 330x135x255  350x143x265  350x143x265 ‘ 380x160x285 380x160x285
N.W. | 195b/88kg  23.6lb/102kg = 24.8lb/112kg = 32lb/145kg = 32.7Ib/14.8kg
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50Hz  60Hz
9.9CFM 11.8CFM
278l/m 332l/m
390W  400W
2880

1Pa

3440

75micron
27.30z./820ml
380x160x285
30.5Ib/13.8kg

VPA-6D
50Hz  60Hz
9.9CFM 11.8CFM
278l/m 332|/m
390W = 400W
2880 3440
2x10"Pa
15micron
200z./590ml
380x160x285

33.6lb/15.2kg
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ZSF Oil Smoke
Free Vacuum Pump




M Refrigeration and Air Conditioning Technology

Innovation Unique Quality

Oil Smoke Free Vaciium Pump ZS F

Specification

Model ZSF-1D ZSF-2D ZSF-3D
Frequency 50Hz 60Hz 50Hz 60Hz 50Hz 60HZz
1.8CFM 2.1 CFM 3.6 CFM 4.3 CFM 5.5 CFM 6.6 CFM
Free Air Displacement i i
521/m 60 I/m 102 1/m 120 I/m 156 1/m 186 1/m
Power 240W 250W 290W 300W 460W 500W
RPM 1440 1720 1440 1720 2880 3440
Partial Pressure 1x10"'Pa
Total Pressure 7.5micron
13.50z./400m| 15.20z./450ml 15.20z./450ml
Dimensions » 325x192x223 338x212x238 . 338x212x238
N.W. 20.31b/9.2kg 26.91b/12.2kg 26.51b/12kg

TWO FILTERS DESIGN INTEGRATED PUMP HEAD DESIGN
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ZSJ Economic
Lett Vacum Pump




M Refrigeration and Air Conditioning Technology

Quality Stable

Economic Lett Vaciium Pump ZSJ

Specification

[ s | zms | zaeiss | zmas | zass | zaes

Frequency 50Hz 60Hz 50Hz 60Hz 50Hz 60Hz 50Hz 60HZz 50Hz 60Hz
1.8CFM 2.1CFM 2.5CFM 3.0CFM 3.8CFM 4.5CFM 4.6CFM 55CFM 8.0CFM 9.5CFM
Free Air Displacement
50l/m  601/m  70l/m  84l/m  107|/m  128l/m  129I/m  154l/m  225I/m  268//m
Power 150W 170W 160W 180W 300W 330W 450W 500W 550W 600W
RPM 2880 3440 2880 3440 2880 3440 2880 3440 2880 3440
Partial Pressure 2Pa 2Pa 2Pa 2Pa 2Pa
Total Pressure 150micron 150micron 150micron 150micron 150micron
Oil Capacity 5.10z./150ml 8.80z./260m| 8.80z./260ml 18.30z./540ml 14.20z./420ml
Dimensions 258x122x225 306x122x225 306x122x225 347x138x245 347x138%245
N.W. 11.2lb/5.1kg 13.21b/6.0kg 14.31b/6.5kg 22Ib/10kg 22.5Ib/10.2kg

m ZSJ-1D ZSJ-1.5D ZSJ-2D ZSJ-3D ZSJ-4D

Frequency

Free Air Displacement

Power

RPM

Partial Pressure
Total Pressure
Oil Capacity
Dimensions

N.W.

50 I/m

50Hz 60Hz
1.8CFM  2.1CFM

60 I/m

160W 190W
2880 3440

2x10"'Pa

15micron
6.80z./200ml
306x122x225
16.81b/7.6kg

50Hz 60Hz

2.8CFM  3.3CFM

791/m
180W 220W
2880 3440

2x10"'Pa

15micron
20.30z./600ml
347x138%x245
22.51b/10.2kg

94 1/m

50Hz 60Hz

3.8CFM 4.5CFM  4.6CFM
107I/m  128I/m

330w 380W
2880 3440
2x10"'Pa
15micron
19.60z./580ml
347x138x245

22.71b/10.3kg
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50Hz 60Hz
5.5CFM
1291/m  154l/m
500W 550W
2880 3440
2x10"'Pa
15micron
12.90z./380ml
347x138%245

23.11b/10.5kg

50Hz 60Hz
8.0CFM  9.5CFM
225|/m  268l/m
570W 620W
2880 3440
2x10"'Pa
15micron
12.90z./380ml
347x138%245

23.81b/10.8kg
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ZSR-1A Rabbit Single
Cylinder Recovery Unit




M Refrigeration and Air Conditioning Technology C E

Smart Fast Innovation lvs Motor Inside

Rabbit Single Cylinder Recovery unit Z S R - 1 A

Specification

I : R-12,R-134a,R-401c,R-406a,R-500
Refrigerants IV : R-22,R-401a,R-401b,R-402b,R-407¢,R-407d,R-408a,R-409a,R-411a,R-411b,R-412a,R-502,R-509

V : R-402a,R-404a,R-407a,R-407b,R-410a,R507

Power Supply 220-240vac 50/60Hz 100-120vac 50/60Hz
Motor Power 3/4HP
Motor Speed 1800-2300rpm adjustable motor speed
Max.Current Draw 5A 8A
Compressor Type Oil-less,Air cooled
High Pressure Shut-Off 38.5 bar/3850 kpa
il v \"
Vapor 0.293kg/min 0.312kg/min | 0.32kg/min
BRcouay Ftn Liquid 2.0kg/min 2.31kg/min | 2.36kg/min
Push/Pull 5.93kg/min 7.12kg/min | 7.94kg/min
Operating Temp. 0°C-40°C
Dimensions 350mm(L) x 220mm(W) x 300mm(H)
N.W. 8kg
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Refigerant Charging Scale




M Refrigeration and Air Conditioning Technology

Refrigerant Charging Scale

ZSTD9030-N is an improved refrigerant scale, Hard plastic wrapped controller, more comfortable, protect the controller better and good looks, Build-in
large flow high performance solenoid valve(1kg per 45sec), large flow and more stable,

Features

* High performance solenoid valve

* High visibility LCD display

* ZSTD9030-N messures weight in kgs/Ibs/oz.

* Built-in memory remembers all previous settings

* Built-in alarm fumction

* Long battery life reaches 60 hours

* High accruracy and resolution(100kg/5g)

* Programmable

* Can be calibrated in the field with inexpensive reference weight

V RESOL
A * Press to power on.Press to power off . * Press to reduce setting charging amount

m ZERO * Press to"TAKE/ZERO"current reading on display
J— RUN * Press to shift FAST/SLOW setting amount.Use '5g'setting

H UNfrs ST_OP when you need to increaselreduce within 1kg.Use '10g'setting

m * Shift metric/imperial/ounce measurements when you need to increase/reduce beyond 1kg

e

FLECTRONIC REFRIGERANT SET
SRS * Press "SET"to start program amount
! FAST * Activates/Deactivates stored programm.Check if
| RCS-N9030 electromaganetic valve work naturally.
/88 * Press toincrease setting charging amount or
pause when charging “

LAMP * LCD background lamp

ITEM SPECIFICATION
CAPACITY 100 KGS/220 LBS/3500 OZ.
UNITS KGS/LBS/0Z
ACQURACY +0.5% OF READING +/-1 LEAST
RESOLUTION | 0.250Z/5G
PLATFORM SIZE | 8-3/4"x8-3/4" (223mmx223mm )
POWER 5x1.5V
BATTERY LIFE 60 HOURS CONTINUOUS USE
OPERATION TEM PERATURE | 10°C-50°C ( 50F-122F )
WEIGHT 6.03LB ( 2.74KG)
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